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INTRODUCTION

Malta Freeport Terminals Ltd. (MFT) is committed to providing a safe and healthy place of business and to
minimise the impacts of its operations on the environment as far as reasonably possible. In an effort to meet
this goal, MFT has developed this document to communicate safety and environment procedures, standards
and work-related rules and information to Customers, Haulers, Contractors, Port Users and visitors. It is
complimentary to the requirements and standards set in the relevant local environmental and Occupational
Health and Safety Regulations.

These safety and environmental regulations will not cover every possible situation that personnel may
encounter while at Malta Freeport Terminals Ltd. Personnel must exercise good judgment at all times and be
responsible for their own safety. All personnel are responsible for knowing and following all safety and
environmental procedures, standards, local regulations and policies. Unless otherwise agreed in writing, these
Rules shall:

a) Apply to all persons and activities in MFT; and

b) Are deemed to be incorporated into any Application, Contract or arrangement between MFT and its
Customer and Contractors, including any Contract or arrangement concluded by electronic means.

Contractors and third parties have an obligation to communicate these Safety and Environmental Rules and

Regulations to any sub-contractor, supplier, service provider orindividual employed by them to carry out work

or a service at the Freeport.

Should it result that an individual or Company is in breach of these Rules, MFT reserves the right to take action.

ACCESS TO AND PRESENCE AT MFT

Access into the Terminal

a) Any person entering the Freeport must have Access Authorisation from MFT and must strictly comply with
safety and environmental rules. For details, apply at cashoffice.freeport@maltafreeport.com.mt or
(+365) 2225 1250 or the Security Office at the Gate (+356) 2225 1604.

b) All personnel requesting access into the Terminal must carry some form of identification.

c) Any person entering with a vehicle must comply with the MFT Traffic rules and regulations and must have
completed the MFT Quality, Health, Safety, Security and Environment Induction Course.

d) Any person, with or without a vehicle must have a legitimate reason to enter the terminal operational
area.

e) Safety Wear / Personal Protective equipment (PPE) must be worn on the Terminal at all times.

Entry and Exit by Ship Crew

When entering or leaving MFT via the Main Gate, Ship crew is to present identification and relevant
documentation stipulated in the ISPS code.

Entry into Operational Areas

a) Walking is not permitted on the Terminal unless for official authorised duties. All authorized personnel
performing duties on foot must follow control measures listed on the MFT Pedestrian Policy.

b) Allauthorised vehicles and pedestrians must use extreme caution inside the Terminal and shall always be
aware that large container handling equipment, forklifts, yard trucks and other industrial equipment are
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operating through container yards and next to the warehouses. Look out for overhead loads, look out for
moving plant and give way at all times, do not approach any working piece of container handling
equipment and keep a safe distance. Equipment operators may not see you if you are in equipment blind
spots. Only approach equipment if the operator stops operation and verbally directs you to approach,
maintain communication and keep this to a minimum.

¢} RTGs move up and down the container stacks constantly. Do not park, stand or drive on RTG travel paths.
Quay cranes move up and down the quays. Do not park, stand or drive on the quay crane travel paths.

Transport

The Terminal operates a 24 hour transport service between the Pedestrian Gate and the Terminals.
Transport can be called from any location within the Terminal by contacting the nearest Freeport official or by
calling (356) 2225 2365.

Smoking Policy

The smoking policy at MFT is in accordance with L.N. 23 of 2010 and smoking is prohibited in several areas
including office buildings, equipment cabins, and machinery rooms, near fuel station and in container storage
areas where there may be dangerous goods.

Mobile Electronic Equipment

The use of hand held mobile phone or any other type of hand held electronic device while operating any
equipment or driving any vehicles on the terminal is strictly prohibited. Hands free devices to be used with
caution (only in the inner ear) and cannot be used in loading and unloading areas and where there is
pedestrian activity.

Substance abuse

It is the policy of Malta Freeport to promote and maintain a safe, healthy, and productive drug-free work
environment. The unlawful manufacture, distribution, dispensing, possession, use of, or being under the
influence of alcohol, controlled substances, drugs, narcotics, or any intoxicant is prohibited by any individual
within the Terminal.

Insurance

Third party companies are to have a comprehensive policy of public liability, and property damage insurance
cover, which insure the third party company for all sums which the third party company may become obliged
to pay as damages by reason of injury to persons, or damage to, or destruction to property in the course of any
activity carried out within the Freeport zone.

SAFETY

General Conduct

Every person within MFT shall:

a) Notconsume alcoholic drinks at all times;

b) Notsleep in operational areas;

c¢) Notfish or swim in the port waters;

d) Observe all traffic rules and regulations;

e) Notbring or keep pets such as dogs or cats etc.;
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f)  Use personal protective equipment;

Reporting of Incidents / Accidents and Near-miss

All accidents, near misses or unsafe situations should be promptly reported to the nearest Freeport Official
and to the Security Office on (356) 2225 1606 who will respond immediately to any incident/accident.

Fire
In case of fire, immediate action should be taken to:

a) Try to put out the fire whenever possible with the use of the firefighting equipment provided without
endangering your own safety; and

b) Alert other personnel in the vicinity by shouting “fire”, and call an MFT official. When reporting, please
state clearly the location of the incident.

Terminal Emergency Evacuation plans are available in Appendix D
Oil and Chemical Spill

Incidents involving oil or chemical spillage into port waters must be reported promptly to Transport Malta and
to MFT. In the event of any spillage or discharge of any dangerous, hazardous or poisonous substances or any
contaminant or pollutant, the person, contractor, vessel or third party shall immediately inform the Terminal
and take all necessary steps to limit the extent of, clean and otherwise deal with such spillage or discharge,
including providing information and expertise.

Housekeeping and Flammable/Combustible Materials

a) Except with the approval of MFT, no storage of highly combustible/flammable materials at the
operational areas is allowed.

b) Gascylinders used in hot works must be clearly coloured / marked for their identity and firmly secured to
prevent tip over. A hot works permit must be filled in for all hot works carried out at MFT.

First Aid

First Aid boxes are located at all office buildings and at the Main Gate. A health clinic is located at the
Administration building. The clinic is manned on a 24 hour basis. First aid may only be administered by a
qualified first aider or by the MFT nurse.

Personal Protection Equipment

a) High visibility clothing and safety shoes must be worn on the Terminal. Safety helmets must be worn on
the quays, vessels , beneath any quay, wherever lashing takes place, within all warehouses, during all
scaffolding, at any construction site, on or in the vicinity of QCs, RTGs, mobile cranes, jibs, on or in the
vicinity of overhead gantries in the workshop and wherever there is a foreseeable risk of head injury.

b) Other suitable personal protective equipment should be provided to personnel in case necessary. Such
equipment includes eye protectors, ear protectors, protective clothing and equipment required for
handling dangerous substances, respirators or breathing apparatus for the protection of personnel
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against all fumes, dust and other impurities that may be injurious to health and safety harness of suitable
design for the protection of workers against the hazard of falling from height.

c) Third party personnel and visitors should themselves be aware of the specific risks in their area and if in

doubt consult their supervisor or a Freeport Official. It is the person’s responsibility to ensure one is
correctly attired.

Traffic Rules and Regulations

These traffic rules and regulations apply for drivers of all vehicles and equipment on the terminal. Anyone driving a
vehicle at MFT shall conform to the traffic rules specified below and directions given by MFT or the Authority.

a)

The traffic plan must be followed unless there are any diversions.

Bicycles, e-bikes, scooters, motorcycles are not permitted on the Terminal.
Drivers must produce a valid driving license upon request.

Seat belts must be worn when driving on the Terminal.

Driving under the influence of reaction altering medicine, drugs or alcohol is strictly prohibited.
Anyone driving a vehicle must drive safely and responsibly. Good physical and mental health are a
requirement to driving any vehicle.

Vehicles must be in good operational condition. Drivers must perform a pre-inspection check of the vehicle
before use.

Drivers must look out before moving any vehicles and start moving slowly, watching carefully in all
directions.

The maximum speed limit on the Terminal is 30 km/hr for all vehicles, however where there is pedestrian
activity, driving shall be at a DEAD SLOW speed.

Traffic signs and road markings must be observed.
Drivers must stop completely at the intersections (these are marked with a red line on the traffic plan).

Unauthorized walking on the terminal is prohibited, certain specific tasks require personnel to be on foot.
Drivers must look out for pedestrians at all times.

The use of hand held mobile phone or any other type of hand held electronic device while operating any
equipment or driving any vehicles on the terminal is strictly prohibited. Hands free devices to be used with
caution (only in the inner ear) and cannot be used in loading and unloading areas and where there is
pedestrian activity.

Container handling equipment (Quay cranes, RTGs, Reach Stackers, Empty Handlers, fork lifters, tug
masters, trucks, trailers, mafis and low loaders) has priority over other vehicles. Drivers must be aware of the
surroundings and must give way to container handling equipment or heavy machinery as the equipment
operator’s vision may be limited.

Light vehicles must keep a safe distance from container handling equipment including tugs and heavy
machinery in order to allow them to stop in case of an emergency. As a rule, a minimum 20 foot distance is to
be kept.
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3.9

Drivers must keep headlights on at night. Authorized vehicles that are on the Terminal on a regular basis
should be equipped with a beacon light, which should be turned ON day & night.

When passing near quay cranes, drivers must use extra caution and be alert for overhead loads, ship hatch
covers and pedestrians. Drivers must use caution around any suspended load.

Drivers must use caution during poor weather conditions such as heavy rain, high winds and fog. At all times
and under all conditions, drivers must operate their vehicles at a safe speed so that the vehicle can be
stopped in a safe manner.

Drivers must stop in a safe position. It is prohibited to park or stop a vehicle on crane rails, RTG gantry lanes /
RTG boundary line, on hatched delineated areas, at corners, on bends (beginning of stack) and in container
stacking areas. Where in doubt drivers are to ask an MFT official for guidance and assistance.

Single direction roadways should be used only where necessary and when there is no alternative route. Two
directional roadways should be used instead (between F and R and between J and RX in terminal 1). Heavy
equipment is only allowed to perform U-turns if the operator is assisted by a Shift Leader / Yard Supervisor.
Overtaking a moving vehicle is prohibited.

It is forbidden to leave vehicles unattended with the engine running.

U-Turns on the terminals are only permitted on the quays for specific operational requirements (e.g.: to
place the reefer compressor in the right direction in relation to the vessel). Haulers can perform U-turns to

adjust the container door direction on the trailer.

In case of a traffic accident , equipment or other objects involved must not be moved from the accident site
unless absolutely necessary for safety reasons and / or if ordered by a Freeport Official or Security.

These rules and regulations supersede any previous versions of the terminal traffic rules and regulations.

Equipment belonging to third parties

a) Prior approval shall be obtained from MFT for the entry, parking and operation of equipment (forklift or
mobile crane etc.) within MFT.

b) Owner or person in charge of or in possession of the equipment shall produce all relevant certification
pertinent to the operations of the equipment e.g. insurance coverage, registration with the competent
authority, lifting certificates (for lifting machines), inspection certificates etc., upon request.

c) Equipment must be subject to regular servicing programs to ensure its operational integrity.

d) Equipmentshould only be operated by personnel who are trained and hold valid certificates/licenses for
its operation.

e) Equipment must never be left unattended when it is in operation.

f)  Equipment must be turned off when refuelling or when left unattended. Access to the equipment must
be restricted so as to prevent unauthorised person from operating the equipment.

g) Every operator of the equipment should check and ensure that the equipment and its safety guards are
in good operational condition before use.

h) Equipmentshould only be used for its intended purpose and in accordance with its specifications.

i)  All equipment including but not limited to tools, spares and parts shall not be stored or parked in any
part of the Terminal without prior written approval.
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Movement of vehicles and personnel on the Quays
a) Priorto unloading operations, all equipment and personnel are to keep clear of the landing areas.

b) No vehicles, equipment or personnel shall be stationed along the equipment gantry path at all times.
Power supply cables for quay cranes run adjacent to the Dock. DO NOT drive or park in these areas.

c) No cargo or trailers are allowed to be stationed / parked at the quay areas except for the purpose of
loading or unloading operations.

d) No person shall loiter at the wharf area during loading and unloading operations except on official duties.

Rules in the container storage yard

a) Use caution at Intersections.

b) RTGs have the right of way. Stop at each intersection, intersections are marked in red on the traffic plan.

c) Allcontainer handling equipment eg. RTGs, lifters; has the right of way.

d) Use caution around any suspended load. Never drive or walk under a suspended load.

e) Keep a safe distance from other vehicles in the Container Storage Areas.

f)  Use caution during inclement weather conditions such as heavy rain, high winds and fog. At all times and
under all travel conditions, drivers must operate their vehicles at a safe speed so that the equipment or
vehicle can be stopped in a safe manner.

g) Use extreme caution when in the area of RTGs. The RTG operator has limited visibility due to the RTG’s
cab configuration. RTGs always have the right of way

Transport of cargo on the Terminal

a) All cargo must be secured properly before moving off in order to prevent the cargo from falling off the
vehicles during transportation. For container trailers, all twist locks must be engaged after being loaded

onto the chassis.

b) For bulky cargo and heavy equipment movements within MFT, arrangements for escort must be made to
direct the load and equipment safely to its assigned location or out of MFT.

c) Transport vehicle must not be overloaded.

d) In the case of transport of cement, debris, soil by bin trucks, the driver shall ensure that there is no
overfilling and sideboards should be used at all times.
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4.0

4.1

4.2

ENVIRONMENT AT MFT

General Conditions

MFT operates under an Environment Permit nr.EP00033/09 issued by the Environment and Resource
Authority. MFT’s Environment Management System (EMS) is ISO 14001 certified. The scope of the EMS covers
the operation of a container terminal and container/cargo handling; operation of ro-ro activities; provision of
transportation of containers; provision of berths, yard space and provision of warehouse storage services.

All persons, contractors, vessels or third parties are to take a responsible attitude towards the environment.
They are to implement best practice to eliminate or minimize the impact of their operations on the
environment.

No person shall, by act or omission, do anything or permit anything to be done in MFT that has or is likely to
have any of the following results, notwithstanding approval granted by MFT for such act or omission:

a) Tojeopardise the safety or health of persons at MFT and the environment;
b) Toendanger or obstruct navigation or any part of MFT;

c) Tocausedirect orindirect damage to vessel or other property at MFT;

d) To moor avessel at other than the appropriate places;

e) To adversely affect operations at MFT;

f)  Todischarge, throw, deposit or permit or suffer to escape any dirt, ashes, exhaust, steam, oil, water, filth
or waste matter whether liquid or solid at MFT;

g) To cause smoke, fumes, soot, ash, grit or oil to be emitted at MFT in such quantity or density as may be
deemed to be a nuisance or annoyance in the opinion of MFT;

h) To generate excessive noise that may be deemed to be a nuisance or annoyance in the opinion of the
Terminal. Noise generation should be minimized as much as possible especially during the night.

Should any operations carried out by persons, contractors, vessels or third parties result in a negative
impact on the environment, MFT reserves the right to stop such operation and take appropriate action.

Ship-generated waste

The collection, transfer and disposal of ship-generated waste are entirely co-ordinated and handled by the
respective local shipping agents with their appointed authorised waste carriers in Malta. Although the port
reception facilities are not provided by the Terminal, facilities are made available at the Terminal through the
local shipping agents.

The Terminal primarily manages only the waste which it produces on site. Its involvement in the handling of
ship-generated waste is limited to waste carrier registration at the incoming / outgoing gates, monitoring for
safety and security on the internal traffic routes and on the quays, record keeping and reporting. There is no
pre-treatment equipment or pre-treatment process in the Terminal.

Vessels are responsible to ensure that when waste is being transferred from the vessel to the quay, appropriate
means are used to prevent waste spilling over into the seas or onto the quay. It is prohibited to throw waste
from the vessel into the waste collection truck on the quay.

The Waste Management Plan for Ship-Generated Waste can be seen on www.maltafreeport.com.mt
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4.3 Reporting inadequacies of Port Waste Reception Facilities
Vessels are to contact Malta Freeport Security (24-hr contact) on telephone +356 2225 1604 in case of alleged
inadequacies of port waste reception facilities.

4.4 Storage, handling and collection of waste
a) Only authorized waste carriers are allowed to enter the Terminal to collect waste.
b) Waste carriers are obliged to provide records of waste and cargo residues collected when exiting the
Terminal at the Main Gate.

c) Contractors and otherthird parties carrying out temporary works at MFT are responsible for the collection
and disposal of the waste generated from their activities

d) Warehouse operators and contractors making use of MFT warehouses, are responsible to segregate

waste at source and dispose of as per agreement with MFT.

e) The contractor or 3" party shall use Best Available Techniques in the design, maintenance and operation
of all facilities which are intended for the storage and handling of waste generated on the area under its
control such that there are no releases to water or land during normal operation and that emissions to air
and risk of accidental release to water or land are minimised.

f) The storage of Hazardous Waste generated on site should comply with the requirements of the Waste
Management Regulations, 2011, as published per Legal Notice 184 of 2011, as amended by L.N. 441 of
2011, or any other statutory provisions or regulations amending or replacing them.

g) Liquid and hazardous wastes generated on site shall be stored in a labelled, closed container(s) within a
designated and controlled storage area(s) prior to ultimate disposal. Wastes of different natures shall not
be mixed in the same container.

h) No storage of wastes is permitted for a period exceeding 12 months.

4.5 Storage of liquids

Storage of waste oils or sludges in oil drums on site should not exceed a period of 2 months.

Oil drums must be placed on adequate drip trays, which must be able to hold at least 25% of the total storage
capacity of the drums.

Containers for bulk storage of liquids shall be properly designed, located, labelled, bunded and maintained so
as to prevent accidental spillage.

Spillages of oil or other hazardous materials shall receive immediate attention to prevent escape to drain,
surface water or land. Spilled material shall be disposed of in an appropriate manner. Kits for the collection of
liquid and powder spills are to be made available by the Contractor / 3™ party.
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5.0 CUSTOMER DUTIES IN RELATION TO VESSELS, CONTAINERS AND CARGO

5.1 General

The Customer shall comply with and observe all applicable laws, rules and regulations under any statutory or
regulatory bodies/ instrument in respect of the following:

a) Vessels and/or their operation

b) Containers and/or their operation
c) Cargo

d) Use of the services and facilities
e) Permit procedures (see 5.5)

f)  Waste management

5.2 Vessel Berthing and Alongside Operations

a) The sulphur content of marine fuels used at berth must not exceed the percentage by mass as required
by European Regulation. This requirement applies to any use of fuel in auxiliary engines, main engines
and boilers.

b) The Customer shall procure that during the period from completion of berthing of any vessel until
commencement of unberthing, its engines shall not be operated other than by turning gear, except as
agreed in writing by MFT, and that during this period the vessel shall not be moved by any means.

c) Derricks and cranes of vessels must be fixed in position to face seaward side before berthing. During the
vessel’s port stay, derrick cranes and cranes of vessels must not be operated unless authorization is
obtained from the Terminal’s Duty Manager and in such case the ship crane must be manned at all times.
The Terminal’s cranes must be free to long travel at any time and must not be impeded by stores cranes
or booms without the permission of the Terminal Duty Manager.

d) Vessel must be secured to the bollards when alongside to prevent drift of vessel from berth. The vessel’s
gangway watchman should pay particular attention to the moorings so that the vessel is always tight
alongside especially during bad weather.

e) Gangway, safety net, save all nets must be installed and properly secured. Gangways must be kept clear
of quay cranes at all times as Malta Freeport Terminals will not accept responsibility for gangways struck

by its quay cranes.

f)  The Master of the vessel shall be solely responsible to control access to/from the vessel while the vessel
is berthed. The Master of the vessel is solely and exclusively responsible for all aspects of the vessel.

g) The Vessel shall be responsible for the supply of all gangways, their safety and illumination and shall
ensure that all gangways are properly installed and fit for operational use and do not obstruct the
passage of MFT’s quayside equipment.

h) Rat guards should be affixed on all mooring ropes.

i)  Everyvessel master must monitor the gangway and the mooring ropes for necessary adjustments during
the vessel’s operations.
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i) Allcargo holds should be adequately ventilated and tested before entry.

k) Fordischarging and loading operations of all vessels, the ship crew and the vessel agent or his designate
shall monitor and provide directions to the operator and ensure no listing of the vessel.

l) Vessels berthed at MFT should be considerate towards the neighbourhood and avoid use of excessive
and unnecessary lights and to reduce light pollution.

m) Vessels shall take all necessary measures to ensure that exhaust and noise emissions from their
generators are reduced to the minimum possible while at berth.

n) Thevesselis to ensure that during high wind conditions, all loose equipment such as chains or
suspended items is secured to ensure that they will not move freely and cause a noise nuisance to the

neighbourhood.

0) RO-RO and Sto-RO vessels are to place rubber insulation or appropriate insulating material underneath
the access ramp to dampen noise generated when trucks and trailers drive up or down the ramp.

p) RO-RO and Sto-RO vessels are reminded to to instruct truck drivers to drive at a safe speed over the
ramps to minimise noise. Warning signs should be placed at each end of the ramp.
5.3 Special considerations for cargo
The Customer shall ensure that all cargo which he brings or delivers at MFT or vessel:

a) Shall comply with all applicable law, regulations, directions and codes issued by MFT or by a statutory
or regulatory body.

b) Isnot likely to give off any injurious dust, gas, fumes, liquid or radiation; is not infested, verminous,
rotten or subject or fungal attack and not likely to become so while at MFT.

c) Isnotover-heated or liable to become so while at MFT.

d)  Will not contaminate or cause danger, injury, pollution or damage to any person or any other goods or
property at MFT or the water or air adjacent thereto.

e) Contain no unauthorised controlled drugs, contraband, pornography, arms or other illegal matter.

f)  Is properly and sufficiently packed in accordance with the Rules and all relevant laws, directions and
regulations prevailing from time to time.

g) Is properly and sufficiently marked, accurately documented and labelled for all shipping, cargo
handling, dispatch, customs and like purposes.

h) Is properly marked with any warning as to the hazardous nature of any contents and the precautions to
be taken in handling the same and (in the event of the escape of anything injurious therefrom) as may
be necessary to ensure the safety and health of all persons likely to handle or come into contact with
the goods and in accordance with all laws.

5.4 Dangerous Goods

a) Alldangerous goods exported, imported or transhipped shall comply with all applicable law, regulations,
directions and codes issued by MFT or by a statutory or regulatory body.
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5.5

5.6

5.7

b) In the event of any spillage or discharge of any dangerous, hazardous or poisonous substances or any
contaminant or pollutant, the Customer shall immediately inform MFT and take all necessary steps to
limit the extent of, clean and otherwise deal with such spillage or discharge, including providing relevant
information and expertise. The customer is to ensure that a copy of the Material Safety Data Sheet and
the Bill of Lading of the subject leaking container are available.

c) Where a vessel at MFT is loading or unloading dangerous goods or has on board such goods, that vessel
should not engage in any operation that might cause an explosion or a fire or endanger persons or
property.

d) The Customer shall be responsible for ensuring that all necessary measures are taken to ensure that the
dangerous cargo is rendered safe for handling and storage.

Conditions for carrying out works on vessels berthed at MFT

a) Workthatis to be carried out on vessels while at berth at MFT must be covered by relevant permits from
Transport Malta. These shall include, but are not limited to:

- Hot works

- Underwater surveys

- Underwater works (Environment and Resource Authority permit required)
- Engine immobilisation

- Life boat drills

a) Ship’s masters must comply with all requirements specified in the permit granted by the relevant
Authorities.

Bunkering activity at MFT

During quay to ship, ship to ship and ship to quay bunkering operations, vessels and bunker operators are
required to fill in the relevant bunker transfer checklist (e.g. Pre-Transfer Bunker Bowser Safety Checklist or
Ship-to-Ship Transfer Checklist) and declarations as appropriate for the operation being undertaken, as
specified in LN 1 of 1996 Dangerous Cargo Ships, Marine Terminals and Facilities and Bunkering Regulations.

During quay-to-ship and ship-to-quay bunker transfer operations, drivers of road tankers or bowsers must
ensure that they have the permission of the MFT Shift Leader to park their vehicle at that position on the quay.
Only one road tanker or bowser is allowed per vessel. The bunker operator is responsible to ensure that
appropriate absorbent material is available and that no fuel is spilled on the quay or on the rails during
bunkering operation.

The Shipping Agent is to notify the Terminal of quay-to-ship, ship-to-quay or ship-to-ship transfer of bunkers
planned for vessels that will be berthed at MFT by not later than 24hrs before the start of the bunker transfer

operation.

During ship-to-ship transfer of bunkers, the vessel is to place a sign clearly visible at the top of the
gangway, stating; “Bunkering Operation In Progress”.

The ship-to-ship bunker transfer operation is to be completed by not later than two (2) hours before vessel
departure and the bunker barge is to sail away by not later that one (1) hour before vessel departure.

On completion of vessel cargo operations, the Shipping Agent is to send a copy of the completed bunker
transfer checklist via email to MFT HSE department at ghse@maltafreeport.com.mt.

Leaking Container/s on board Vessels at MFT
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5.8

6.0

Leaking container/s will only be discharged from vessels if approved by MFT (and Transport Malta in case of
dangerous goods) and provided that all documentation or evidence requested by MFT is provided such as Bill
of Lading, Material Safety Data Sheet and UN number.

If the leaking container is discharged, it is the Agent/Line’s responsibility to make immediate arrangements to
stop the leak, clean up the contaminated containment facility or contaminated ground or marine spillage, to
safely dispose of residue and to transfer remaining material to safe storage and to comply with any other
conditions requested by MFT

Safety of ship-working personnel

The vessel is responsible to inform the Terminal of any areas that pose a risk to ship-working personnel prior
to commencement of works.

All cargo holds should be adequately ventilated and confirmed to be safe before entry.

Safety protection railings must be raised where there is a risk of fall from a height especially near hatch-cover
openings and at the outer bays.

Work surfaces and access/egress must be kept clear of obstructions. Access ladders are to be in good
condition and clear of obstructions and adequate lighting is to be provided.

Defective lashing equipment should be clearly marked and put aside.

While at berth, ship radars are to be switched off, or put in 'standby' mode. If maintenance or repairs are to
be carried out on the radar, the vessel is to contact the Duty Manager to ensure the safety of all concerned and
to enable the co-ordination of maintenance procedures with crane operations.

HAULERS

Haulers must ensure that their trailers and trucks are in good working order. Before the truck is loaded it
should be checked (by the hauler) to ensure that its load platform, bodywork, anchorage points or twist-
locks, as appropriate to the load, are in sound and serviceable condition.

Traffic rules and regulations must be followed at all times. Speed limit observed -max of 30km/hr.

PPE must be worn as per MFT policy - Safety Helmet (when exiting from truck), high-visibility vest and safety
shoes must be worn.

Trailers must have twist locks to lock container onto them. Twist locks must be kept locked whilst driving
with a loaded container. Twist locks must only be opened when in close proximity to stack where the
container will be discharged. It is the haulers responsibility to check and ensure that the container is
adequately secured on the trailer.

Trucks must be properly aligned in the truck lane for yard cranes to safely land and hoist containers to and
from chassis.

Hauler must assess the situation before checking the door direction and must be aware of any container
handling equipment movement at all times. Checking of the door direction when an RTG/s is working in the
vicinity is strictly prohibited unless the working RTG is a minimum of 5 bays away.

Lock/unlock trailer twist locks (to be done in the same stack where there is no container handling activity)
safe area - at least 3 bays away. Hauler to ensure that twist locks are open before driving to the container
handling equipment. The hauler is responsible to check that the twist locks of his trailer are unlocked before
unloading of container commences. It is also his responsibility to check that his twist locks are engaged after
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7.0

7.1

h)

loading.

Position of the truck - Trucks pulling trailers for loading / unloading activity by an RTG or lifter should stay a
minimum distance of 1 container bay away from the working bay until the RTG/lifter is ready to load them.
With an RTG this distance is relevant in front or behind. The RTG operator will prepare the container from the
stack and suspend it over row 1. The hauler will then proceed into the working bay to receive the container.

When being loaded / unloaded by a lifter (Empty Handler or Reach Stacker) the hauler must wait until the
Lifter has cleared from the container stack and come to complete stop and the container lowered to the
height of the trailer before approaching to be loaded/unloaded.

Should drivers be required to leave their vehicles to lock or unlock chassis twist locks or to inspect
containers, while on foot, drivers must be aware at all times of RTGs moving along the RTG paths, other
lifters or vehicles traveling on the Terminal and containers moving in adjacent container slots. While on foot
drivers must be attentive to suspended loads and never walk under a suspended load.

If Hauler needs to adjust twist locks under same RTG due to them being misplaced, Hauler is strictly
prohibited from passing between truck and containers. Never between truck and container and away from
the RTG lanes. Hauler must remain visible to the operator at all times.

Haulers must never try to push a container with their hands during loading/discharge. This bad practice is
strictly prohibited.

In case hauler needs to inspect an empty container from inside, hauler must not approach any container
unless it is fully resting on the ground. If hauler needs to close/open any container doors Hauler must not
approach any container unless it is fully resting on the ground.

CONTRACTORS
General

Contractors shall follow these regulations when working on MFT premises, the relevant laws and regulations
applicable to the type of work and any instructions issued by MFT from time to time.

a) Workers engaged by Contractors to carry out work at the Terminal are to attend the Quality, Health,
Safety and Environment Induction training before work commences on site. Training sessions are
delivered by MFT QHSE Department. It is the Contractor’s responsibility to make arrangements for this
training by contacting the QA-HSE Department on Tel: 2225 2202 or ghse@maltafreeport.com.mt. This
applies also to subcontractors or personnel employed by the contractors.

b)  Contractors are responsible to assess the risks prior to starting a job and to take appropriate measures
to ensure the safety of personnel and protection of the environment. It is also the contractors’
responsibility to carry out a risk assessment if there is a potential of injury or ill health to personnel or
damage to the environment as a result of their work activity. They are to ensure that all of their employees
and their subcontractors are aware of all work activities, operations, safety regulations, environmental
regulations and where safety equipment and/or personal protective clothing is required.

c)  Work on site cannot commence without the permission of the Freeport Official who ordered the work.

d) IfHotWorkisto be carried out, the contractoris to send a request for a hot work permit to the Department
requesting the work giving date, location and nature of the work to be carried out. This shall apply for the
following types of construction or maintenance work on the Terminal and in buildings or warehouses:

- Welding and allied processes
- Similar applications producing a spark, flame or heat

e) Contractors are responsible to provide and place highly visible signs and barriers to clearly segregate the
work site over 24-hrs in order to minimize the risks to passing traffic, pedestrians and equipment while
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7.2

work is in progress and until the job is completed. If work is being carried out at height and there is a risk
of falling objects as a result of this work, the area below the work is to be safely cordoned off to prevent
pedestrians and traffic from entering. Prior authorisation to close off the area must be obtained from the
Freeport official who ordered the work before work commences.

Suspended loads must not be left unattended or unsupervised at any time.

The Contractor shall take all necessary measures to ensure that work proceeds safely and with minimal
disruption and minimal risk to Terminal operations, the environment at MFT and the local residential
area.

Contractors shall provide personal protective clothing and equipment such as safety helmets, safety
vests, appropriate footwear etc. and wear or use such items in accordance with these regulations.

Itis the contractors’ responsibility to be fully equipped with spill response material in case of emergency
spills.

Contractors are not permitted to alter or interfere with any plant, tool or equipment owned or hired by
MFT unless authorised by MFT

Any scaffolding or other access equipment used by Contractors, whilst situated on MFT premises, must
be inspected by their own ‘Competent Person’ to ensure that is in full compliance and maintained in
accordance with the requirements of the Occupational Health and Safety Regulations.

Contractors shall maintain workplaces and amenities in a clean and tidy condition with debris, waste
materials and surplus equipment removed and cleared as work proceeds. Work areas and access to work
areas must be cleared at the end of each working day. The site must be left in its original condition when
work is completed.

Contractors can be inspected at any time by MFT Management or Safety and Security Representatives
and must follow their reasonable advice and directions to eliminate hazards and reduce risks to people,
plant, equipment and the environment.

A High Voltage Switching Permit is to be requested from MFT if work needs to be carried out on high
voltage 11KV switchgear or if the switchgear is to be operated or if there is a risk due to working next to
HV cables or associated apparatus,

Civil and Infrastructural Work

This section applies for maintenance, repair, alterations, installation, construction and excavation work
covering but not limited to civil works, line marking / painting, lighting towers, reefer units, water/electricity
distribution, lifts, offices and the IT infrastructure. Relevant conditions in section 7.1 shall also apply.

a)

b)

Work on site cannot commence without the permission of the MFT Official who ordered the work.
Works are to be protected by highly visible signs and barriers. Unattended excavations or unfinished
works are to be covered where practicable or suitable measures taken to prevent people and plant

entering. Road works and sites are to be lit at night by amber lamps.

Road Signage General Requirements

The main criteria for road signage are as follows:

e Signage is to be designed for the foreseeable traffic conditions and vehicular speeds;

e Thesignage should attract the attention of the driver at sufficient distance;

¢ Signage should contain only essential information and be understandable at a glance;

e The size of sign-lettering should allow the driver to read it from a distance far enough such that his
gaze is not diverted through a large angle;
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e Thesigns areto besited at a distance which is far enough so as to allow the driver enough time to take
any necessary action.

c) Aninformation board is to be displayed at every road works site with the following information: Name of
the company and 24hr emergency contact telephone number.
7.3 Work on Plant and Equipment
a) Permission must be obtained from the Department requesting works, equipment marked as Out of
Operation on the Web Portal and communication must be held with the Duty Manager if any moves are

required during maintenance such as lowering of boom.

b) A notice clearly indicating that equipment is Out-of-Service is to be placed at equipment access points
and removed on completion of works if the equipment is safe for operation.

c) Itisthe Contractor’s responsibility to take measures to ensure that equipment undergoing maintenance
or repairs is protected from unintended use while under his responsibility.

d) It is the Contractor’s responsibility to ensure that the equipment or plant undergoing works does not
pose a risk to other persons or equipment working in the vicinity of the site.

e) The equipment and underlying site is to be cleaned of all debris and any waste materials generated
during the work and the site is to be left in a safe condition.
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APPENDIX A - CONTACT NUMBERS
Security Main Gate (MFT Emergency Number) +356 2225 1606 / 1606 (Internal)
Security (Pedestrian Gate) +356 2225 2365 / 2365 (Internal)

Emergencies:

Ambulance (To be called by Security/Nurse) 112
Police (To be called by Security at Main Gate)

Civil Protection Department (To be called by Security at Main | 112 or +356 2393 0000
Gate)
Duty Nurse (24hr clinic)

+356 2225 2732 / 2732 (Internal)

Hospital (To be called by Security/Nurse) 112 or +356 2545 0000

Internal Transport Coach +356 2225 2365 / 2365 (Internal)

MFT Admin Building +356 21650200 / 1000 (Internal)

Malta Freeport Corporation +356 21650200 / 1999 (Internal)

Malta Freeport Terminals Ltd.

Duty Manager

Malta Freeport Terminals Ltd.

QA-E Manager — Mr Christian Grima

Malta Freeport Terminals Ltd.

HSE Officer — Ms Katia Fenech

Malta Freeport Terminals Ltd.

HSE Officer — Mr Mario Lanzon

Malta Freeport Terminals Ltd.

PFSO — Mr Loris Scardino

Malta Freeport Terminals Ltd.

Legal and Insurance

CMA CGM SSE Dept. EMERGENCY LINE H&S
CMA CGM SSE Dept. EMERGENCY LINE Security
Occupational Health and Safety Authority (OHSA)

+356 2225 2370/ 2370 (Internal)
+356 99429388
+356 2225 2283 / 2283 (Internal)
+356 79936106
+356 2225 2252 / 2252 (Internal)
+356 99451913
+356 2225 2202 / 2202 (Internal)
+356 99076207
+356 22252718 / 2718 (Internal)
+356 79998421
+356 2225 1228

+334889190 88
+ 334889190 90
+356 21247677
+356 99496786
+356 2225 1560
+356 2165 0230
+356 2220 2000

+356 2248 6000

EVOS Malta
Safety Officer
Medserv Gate

Gasco (Liquigas) Malta

Transport Malta Traffic Control

+356 2291 4411/3/5

Transport Malta Duty Officer

+356 9949 4313

Transport Malta PSO

+356 9942 1575

Transport Malta
Head Pollution and Incident Response

+356 2291 4420

Transport Malta
Harbour Master

+356 2555 4401

Transport Malta
Marine Safety Investigation Unit (MSIU)

+356 22921300
+356 99118381

VTS (Turretta)

Valletta +356 22914491 / VHF CH 14
Marsaxlokk +356 22914492 / VHF CH 14
Pilots

Valletta Office +356 21227029

M’ Xlokk Officer +356 22252309 / 99434013

Tug Malta Duty Officer: 99497749 / 21237888

Cleansing Department
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APPENDIX B - REFERENCES

e Environment Permit, EP00033/09

e The Dock Safety Regulations, 1953

e  Factories (Hoists and Lifts) Regulations, 1964

e Work Equipment (Minimum Safety and Health Requirements) Regulations, 2016

e IMDG Code

e ISPSCode

e  Merchant Shipping (Prevention of Pollution from Ships) Regulations,

e Port Reception Facilities for ship-generated wastes and cargo residues

e Dangerous Cargo Ships, Marine Terminals and Facilities and Bunkering Operations,1996

e  Work Place (Minimum Health and Safety Requirements) Regulations, 2002

e General Provisions for Health and Safety at Work Places Regulations, 2003

e  Minimum requirements for the use of personal protective equipment at work regulations, 2003

e  Work Place (Minimum Health and Safety Requirements for Work at Construction Sites) Regulations,
2004

e Regulations for the Environmental Management of Construction Sites

e Work Place (Minimum Health and Safety Requirements for the Protection of Workers from Risks
arising from exposure to Noise) Regulations, 2004

e Protection against Risks of Back Injury at Work Places Regulations, 2003
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Appendix C- MFT Traffic Plan
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Appendix

EVACUATION PLAN
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